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PRICE LIST

	Model type
	Description
	Cost, rub.

	Vibration Transducers
	

	        With charge out:
	

	АР10
	etalon, 1 pC/g,  45 gram
	91 863

	АР11
	miniature shock, 0.04 pC/g,  8 gram
	14 809

	АР12
	miniature shock, 0.02 pC/g,  2.8 gram
	17 936

	АР19*1
	miniature, 0.25 pC/g,  0.14 (0.18)* gram
	12 744

	АР20*2
	miniature, 3-axis, with electrical insulation, 2 pC/g,  5 (8)* gram
	31 624

	АР21*2
	miniature, 3-axis, 2 pC/g,  5 (8)* gram
	26 786

	АР22*2
	miniature, 3-axis, 1 pC/g,  4 (6)* gram
	26 786

	АР23
	miniature, 3-axis, 0.2-0.3 pC/g,  3.1 gram
	26 609

	АР24
	general purpose, with electrical isolation, 3 pC/g,  4,5 gram
	12 213

	АР26
	miniature, 3-axis, 1pC/g,  17 gram, 2000C
	32 450

	AP30*1
	miniature, with electrical insulation, 1.1 pC/g,  1.3 (1.7)* gram
	11 446

	AP31*1
	miniature, 1.1 pC/g,  1.3 (1.7)* gram
	10 620

	AP32*1
	miniature, with electrical insulation, 2 pC/g,  2 (2.6)* gram
	11 682

	AP33*1
	miniature, 0.2 pC/g,  0.7 (0.9)* gram
	11 800

	AP34
	general purpose, 3 pC/g,  2.9 gram
	12 744

	АР37
	general purpose, 10 pC/g,  9 (12)* gram
	10 620

	АР38*2
	general purpose, triaxial, 10 pC/g,  26 (38)* gram
	28 674

	AP38P
	general purpose, triaxial, with three-pin connector, 10 mV/g,  34 gram
	29 264

	АР39
	general purpose, 20 pC/g,  12 (17)* gram
	10 620

	АР40
	general purpose, 20 pC/g,  12 (14)* gram
	11 682

	АР46
	highly sensitive, 8 000 pC/g,  1 200 gram
	27 848

	АР47
	highly sensitive, explosion-protected, 500 pC/g,  70 gram
	17 169

	AP48
	highly sensitive, 200 pC/g,  31 gram
	13 216

	AP49
	highly sensitive, 400 pC/g,  35 gram
	18 290

	AP50
	highly sensitive, 600 pC/g,  36 gram
	20 768

	АР57
	general purpose, 80 pC/g,  32 (40)* gram
	14 927

	АР58
	general purpose, 80 pC/g,  65 gram
	19 352

	АР62В*2
	industrial, 3 screws flange coupling, 100 pC/g,  95 gram, 2500С, 7 kHz
	20 768

	АР62В-01
	industrial, 4 screws flange coupling, 100 pC/g,  95 gram, 2500С, 7 kHz
	22 538

	АР62В-02
	industrial, 3 screws flange coupling, 500 pC/g,  140 gram, 2500С, 3 kHz
	31 742

	АР63В*2
	industrial, 3 screws flange coupling, 10 pC/g,  98 gram, 4000С, 7 kHz
	23 836

	АР63В-01*2
	industrial, 4 screws flange coupling, 10 pC/g,  120 gram, 4000С, 7 kHz
	27 848

	АР63В-02
	industrial, 3 screws flange coupling, 2 pC/g,  90 gram, 4000С, 12 kHz
	25 134

	АР63В-03
	industrial, 4 screws flange coupling, 2 pC/g,  112 gram, 4000С, 12 kHz
	27 848

	АР64В*2
	industrial, two-axial, 100 pC/g,  250 gram, 2500С
	28 202

	АР77*1
	general purpose, 20 pC/g,  10 (12)* gram
	10 561

	АР77М*1
	general purpose, with electrical insulation, 20 pC/g,  10 (12)* gram
	11 446

	АР78*1
	underwater, 10 pC/g,  10 (13)* gram
	16 756

	АР79*2
	underwater, triaxial, 2 pC/g,  6 (9)* gram
	27 022

	АР80*2
	triaxial, 2 pC/g,  6 (9)* gram
	25 134

	АР81*2
	triaxial, 10 pC/g,  21 (32)* gram
	27 612

	АР90*1
	general purpose, 80 pC/g,  42 gram
	14 750

	AP95
	general purpose, 3 pC/g,  2.6 gram, 2500С
	14 101

	AP96
	general purpose, 10 pC/g,  11 gram, 2500С
	15 576

	AP97
	general purpose, 10 pC/g,  11 gram, 2500С
	15 576

	     With built-in electronics:
	

	AP28*9,*10
	general purpose, (10 ( 100) mV/g,  40 gram
	10 561

	AP28В*9,*10
	general purpose, explosion-protected, 30 mV/g,  45 gram
	15 576

	AP28И*9,*10
	general purpose, isolated, 30 mV/g,  35 gram
	12 154

	АР35*2, *9,*10
	industrial, explosion-protected (10 ( 100) mV/g,  39 gram
	14 750

	АР35*2-02
	industrial (30 ( 100) mV/g,  95 gram
	21 358

	АР35Т*2
	industrial, with current output (4 ( 20) mА,  150 gram
	15 576

	АР35D*2
	industrial, with digital output, 150 gram
	21 653

	AP36*2
	industrial, explosion-protected (30 ( 100) mV/g,  39 gram
	14 809

	AP36-02
	industrial (30 ( 100) mV/g,  95 gram
	21 358

	AP36-03
	industrial, with thermal indemnification, 1500С, (30 ( 100) мВ/g, 95 gram
	23 836
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	Model type
	Description
	Cost, rub.

	АР68
	industrial, 80 mV/g,  65 gram
	17 228

	АР71*2
	industrial, triaxial, explosion-protected, (200 ( 250) mV/g,  160 gram
	29 264

	АР85*2, *9,*10
	industrial, explosion-protected, 100 mV/g,  60 gram
	15 399

	АР85-01*2, *9,*10
	industrial, explosion-protected, without cable, 100 mV/g,  60 gram
	16 638

	АР85Т
	industrial, with current out (4 – 20) mА,  60 gram
	15 989

	AP91*9,*10
	industrial, 30 mV/g,  90 gram
	15 871

	AP91-01*9,*10
	industrial, 30 mV/g,  90 gram
	16 874

	AP98*9,*10
	general purpose, (30 ( 500)* mV/g,  40 (25)* gram
	14 219

	AP99-100*9, *10
	highly sensitive general purpose, 35 gram
	18 644

	AP99-500*9,*10
	highly sensitive general purpose, 500* mV/g,  35 gram
	19 234

	АР99-1000*9,*10
	highly sensitive general purpose, 1000* mV/g,  35 gram
	20 237

	АР2019*1, *9,*10
	miniature, 0.5 mV/g,  0.18 gram
	14 042

	АР2022*2 
	miniature, 3-axis, 10 mV/g,  4 gram
	27 317

	AP2028*9
	miniature, 3-axis, 10 mV/g,  4 gram
	22 361

	AP2029*1
	general purpose, 10, 100 mV/g,  5 gram
	13 334

	AP2030*1, *9,*10
	miniature, 3 mV/g,  1.6 gram
	11 800

	AP2031*1, *9,*10
	miniature, 3 mV/g,  1.6 gram
	11 800

	AP2037*9,*10
	general purpose, 10 mV/g,  10 gram
	11 800

	AP2037-100*9,*10
	general purpose, 100 mV/g,  10 gram
	14 278

	AP2038*2, *9
	general purpose, triaxial, 10 mV/g,  34 gram
	26 196

	AP2038P*9
	general purpose, triaxial, with three-pin connector, 10 mV/g,  34 gram
	28 733

	AP2038P-100*9
	general purpose, triaxial, with three-pin connector, 100 mV/g,  34 gram
	30 444

	AP2038P-500*9
	general purpose, triaxial, with three-pin connector, 500 mV/g,  34 gram
	30 975

	AP2043
	general purpose, triaxial, with three-pin connector, 10 (30)* mV/g,  13 gram
	28 792

	AP2043-50
	general purpose, triaxial, with three-pin connector, 50 mV/g,  13 gram
	30 444

	AP2050*9,*10
	highly sensitive, 600 mV/g,  65 gram
	25 960

	АР2078-10*9,*10
	underwater, 10 mV/g,  15 gram
	23 954

	АР2078-100*9,*10
	underwater, 100 mV/g,  15 gram
	24 308

	AP2081-10*2,*9
	triaxial, 10 mV/g,  34 gram
	26 196

	AP2081-100*2,9
	triaxial, 100 mV/g,  34 gram
	30 444

	AP2082M-100
	general purpose, triaxial, with three-pin connector, 100 mV/g,  26 gram
	30 975

	AP2082M-500
	general purpose, triaxial, with three-pin connector, 500 mV/g,  26 gram
	31 860

	AP2083
	triaxial, with three-pin connector, 10 mV/g,  34 gram
	28 733

	Vibration Displacement Transducers

	D100
	industrial, with standard current output, (4-20 mA), vertical output, 95 gram
	22 125

	D100-01
	industrial, with standard current output, (4-20 mA), side output, 150 gram
	22 656

	Force Transducers
	

	АС20
	2 pC/N,  23(14)* gram
	16 579

	АС21
	2 pC/N,  23(14)* gram
	20 237

	AC22
	4 pC/N,  1.6(1)* gram
	13 334

	AC23
	4 pC/N,  25 gram
	17 995

	AC26
	3 pC/N, -50 000 … +100 000 N, 460 gram (loading nuts)
	110 212

	AC2026
	70 mV/kN, -50 000 … +100 000 N, 470 gram (loading nuts), with built-in electronics
	118 295

	AC2020
	1 mV/N, 35 gram, with built-in electronics
	20 060

	Dynamic Pressure Transducers
	

	PS01
	20 pC/bar, 250 bar, 2000С,  35 gram
	13 393

	PS01-01
	20 pC/bar, 250 bar, 2000С,  35 gram, built-in cable
	13 098

	PS01-02
	400 pC/bar, 250 bar, 2000С,  35 gram, built-in cable
	15 340

	PS01-03
	400 pC/bar, 250 bar, 2000С,  35 gram
	15 812

	PS02
	4 pC/bar, 2 500 bar, 2000С,  12 gram
	21 240

	PS02-01
	4 pC/bar, 2 500 bar, 2000С,  12 gram, built-in cable
	22 066

	PS2001*9
	200 mV/bar, 50 bar, 1250С,  40 gram, built-in cable, built-in electronics
	14 986

	Impulse Hummers
	

	AU01
	complete with an amplifier and AC21 force transducer,  2 pC/N,  330 gram
	40 769

	АU02
	with built-in electronics, complete with an amplifier and AC21 force transducer,  1.5 mV/N,  330 gram
	43 011

	АU03
	miniature, complete with an amplifier and AC25 force transducer,  4 mV/N (400 pC/N),  90 (70) gram
	41 123
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	Model type
	Description
	Cost, rub.

	Acoustic Emission Transducers
	

	GT200
	widely adopted, resonant,  15 gram
	8 850

	GT200В
	widely adopted, resonant, explosion-protected
	12 862

	GT200U
	widely adopted, resonant, with built-in electronics, 70 gram
	20 060

	GT200UB
	widely adopted, resonant, explosion-protected, with built-in electronics
	23 541

	GT205
	low-frequency,  45 gram
	14 986

	GT250
	low-frequency, with built-in electronics,  80 gram
	24 308

	GT300
	widely adopted, wide-band,  15 gram
	10 325

	GT301
	widely adopted, wide-band,  14 gram
	9 676

	GT350
	wide-band, with built-in electronics,  15 gram
	22 125

	Acoustic Transducer
	

	GT400
	industrial, with built-in calibration, band-pass,  250 gram
	110 212

	Vibration Velocity Transducers
	

	AV01*2
	explosion-protected, 4.1 mV/mm/s, 2 … 2,000 Hz,  70 gram
	21 004

	AV01-01*2
	explosion-protected, 4.1 mV/mm/s, 50 … 5,000 Hz,  70 gram
	21 004

	AV02*2
	explosion-protected, (4 – 20) mA – 95 gram
	22 184

	AV02-01*2
	(4 – 20) mA,  150 gram
	22 656

	AV02-02*2
	(4 – 20) mA,  2 … 1 000 Hz, vertical output, 95 gram
	22 184

	AV02-03*2
	(4 – 20) mA,  2 … 1 000 Hz, side output, 95 gram
	22 656

	Calibrators
	

	АТ01m
	10 m/s2, self-contained power supply (2 replaceable blocks 5022 “VARTA”)
	109 681

	АТ01m-01
	10 m/s2, self-contained power supply (4 accumulators  150AAM)
	109 681

	АТ02
	(2 ( 20) m/s2, acceleration level control, indication
	119 829

	AT04
	10mm/s, 40 Hz, self-contained power supply (4 accumulators  15AAM)
	136 231

	Charge Amplifiers
	

	АР5000
	ICP type output, (1; 10; 0.1) ( 2%* mV/pC,  36 gram
	11 033

	АР5001
	differential, ICP type output, (1; 10; 0.1) ( 2%* mV/pC,  100 gram
	15 871

	AQ02
	self-contained power supply, (1; 10; 0.1) ( 2%* mV/pC,  500 gram
	15 458

	AQ05-А.1
	differential, (0,1;  1;  10;  100) ( 2%* mV/pC, +(11-13) V,  100 gram
	15 871

	AQ05-А.2
	differential, 2-channel, (0,1;  1;  10;  100) ( 2%* mV/pC, +(11-13) V,  250 gram
	30 916

	AQ05-Б.1
	differential, (0,1;  1;  10;  100) ( 2%* mV/pC, ((9-15) V,  100 gram
	15 871

	AQ05-Б.2
	differential, 2-channel, (0,1;  1;  10;  100) ( 2%* mV/pC, ((9-15) V,  250 gram
	30 916

	AQ05-В.1
	differential, explosion-protected, (0,1;  1;  10;  100) ( 2%* mV/pC, ((7,5-9) V,  450 gram
	24 308

	AQ05-В.2
	differential, explosion-protected, 2-channel, (0,1;  1;  10;  100) ( 2%* mV/pC, ((7,5-9) V, 450 gram
	47 849

	AQ07
	RS-485 port control,  270 gram
	26 196

	AQ07-01
	USB port control,  270 gram
	26 196

	AP5220-8
	8-channel, USB port control, housing 19”*2U
	209 332

	AP5220-16
	16-channel, USB port control, housing 19”*2U
	354 826

	AQ08
	differential, USB port control RS-485, 300 gram
	27 966

	Voltage Amplifier
	

	AВ03
	for transducers with built-in electronics, dual-link, amplification factor – 50,   500 gram
	16 284

	Amplifier of voltage and charge
	

	АР5020
	Operating by USB – port,  270 gram
	27 317

	Усилители напряжения сигналов преобразователей акустической эмиссии
	

	GT200А
	согласующий усилитель для GT200, GT205, GT300, GT301,  коэффициент усиления – 1 … 200,  140г
	9 676

	GT200А-01
	согласующий усилитель для GT200B,   коэффициент усиления – 1 … 200,  140 г
	9 676

	GT400А
	согласующий усилитель для GT400,  коэффициент усиления – 100,  140 г
	21 004

	Voltage Signal Amplifiers of Acoustic Emission Transducers
	

	AР5100
	4-rowed LCD indicator, normalization, RS232, USB, built-in integrator, high and low pass filter
	129 800

	AР5100-01
	modification of AР5100 with expanded functionality
	136 231

	AР5200-1
	1-channel, 4- symbol indicator, normalization, high and low pass filter
	78 706

	AР5200-3
	3-channel, 4- symbol indicator, normalization, high and low pass filter
	122 779

	AР5200-4
	4-channel, 4- symbol indicator, normalization, high and low pass filter
	179 773

	AР5200-8
	8-channel, 4- symbol indicator, normalization, high and low pass filter
	342 318

	AP5200-8-19”
	8-channel, housing 19”*3U, expanded functional possibilities
	393 235
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	Model type
	Description
	Cost, rub.

	AР5210-4
	4-channel, control and supply from PC through USB
	158 415

	Vibroswitch
	

	SV01
	protection of the equipment on the programmed threshold of vibration velocity
	21 417

	Independent Transducer Monitoring of Vibration
	

	АДМВ-01
	measurement and accumulation of parameters
	53 159

	АДМВ-02
	measurement and accumulation of parameters, transfer SMS – messages on the GSM-channel
	76 346

	Vibromonitor Controller
	

	AР5300
	4-channel, displays a vibration velocity value and an operating threshold
	91 745

	AР5300-1
	1-channel, displays a vibration velocity value and an operating threshold
	52 156

	AР5300-1I
	1-channel, displays a vibration velocity value and an operating threshold, USB and RS485 ports
	62 540

	Programming Console
	

	SVProg
	for programming  SV01
	21 653

	Adapter Boxes
	

	AG01
	signal variable component extraction of transducers with built-in electronics in fixed conditions
	4 366

	AG01-3
	signal variable component extraction of transducers with built-in electr. in fixed conditions, 3 channel
	10 325

	AG01-4
	signal variable component extraction of transducers with built-in electr. in fixed conditions, 4 channel
	13 688

	AG01-8
	signal variable component extraction of transducers with built-in electr. in fixed conditions, 8 channel
	26 963

	AG01-01
	signal constant component separation of transducers with built-in electronics in fixed conditions
	5 251

	AG01B
	signal variable component extraction of transducers located in explosive area
	9 676

	AG01-5V
	signal variable component extraction ISP of transducers from 5V (for example from computer through USB-port)
	9 027

	AG02
	signal variable component extraction of transducers with built-in electronics in multi-channel system
	4 779

	AG02-3
	signal variable component extraction of tr. with built-in el. in multi-channel system, 3 channel
	12 036

	AG02-01
	signal variable component extraction of transducers with built-in electronics in multi-channel system
	5 959

	AG03
	serial channel switching of 3-axis transducers
	8 142

	AG04
	signal variable component extraction of АР98-100-3.3 and АР98-100-5 (transd. with built-in electr.)
	4 366

	AG04-01
	signal variable component extraction of АР36 (transducer with built-in electronics)
	5 251

	AG09
	signal variable component extraction of acoustic emission transducers with built-in electronics
	4 189

	AG14
	vibration transducers can be used in system with standard current input (4-20 mA)
	15 045

	AG14-3
	vibration transducers can be used in system with standard current input (4-20 mA) , 3 channel
	37 170

	AG15
	converter  USB-RS485 with a supply of connected devices
	6 667

	Power Units
	

	AS01
	for transducers with built-in electronics,  600 gram
	10 207

	AS02
	forAS01,  200 gram
	4 012

	AS03
	for AP28, AP35, AP67, AP68, AP85, AP91, AP98, AP2030, AP2031, AP2037, AP2038, AP2081 (by way of AG01), AР5000 (by way of AG01), AV01, AV02,  200 gram
	3 835

	AS04
	for AP36, AP68, AP71,  300 gram
	3 717

	AS05
	for AQ02, AQ05-A.X.XXX, AQ07, AQ07-01,  200 gram
	3 717

	AS06
	for AQ05-Б.X.XXX,  200 gram
	3 717

	AS07
	for transducers with built-in electronics, provides signal multiplication,  300 gram
	14 632

	Seats with Three-component Vibration Transducers
	

	AP5010
	with АР2081-10 (triaxial with built-in electronics)
	44 604

	AP5011
	with triaxial АР81
	42 126

	AP5012
	with triaxial АР38P
	44 958

	AP5211
	with АР2081-100 (triaxial with built-in electronics)
	47 554

	AP5212
	with АР2082M (triaxial with built-in electronics)
	49 383

	Electrical Equivalents
	

	E0.95
	AP28-10, AP28-30, AP35-10, AP35-30, AP91, AP2030, AP2031, AP2037, AP2038, AP2081, AP2083
	3 658

	E3.30
	AP35-100, AP68, AP85, AP98-100, AP98-500, AP2037-100, AP2050
	3 835

	E1000
	AP30, AP31, AP32, AP33, AP37, AP38, AP39, AP40, AP77 (AP77M), AP78, AP79, AP80, AP81, AP90
	3 363

	Cables
	

	АК01*1
	antivibration, 10/32 ( LEMO1, 2 m (( 2 mm)
	2 714

	АК02*1
	antivibration, 10/32 ( 10/32 (CP50-276ФВ)*, 2 m* (( 1.2 mm)
	2 006

	АК03*2
	antivibration, three-core, AR09 ( 3×10/32
	9 027
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	АК04*1
	antivibration, 10/32 ( 10/32 (CP50-276ФВ)*, 2 m* (( 2 mm)
	2 006

	АК05*2
	antivibration, 10/32 ( 10/32 (BNC, CP50-74ФВ)*, 2 m* (( 6.3 mm), metal hose
	3 009

	AK06*1
	antivibration, М3 ( 10/32, 2 m* (( 1.2 mm), miniature
	2 006

	АК07*1
	antivibration, 10/32 ( 10/32 (CP50-276ФВ)*, 2 m* (( 3.5 mm)
	2 419

	АК08*1
	antivibration, 10/32 ( BNC (CP50-74ФВ)*, 2 m* (( 1.2 mm)
	2 006

	АК09*1
	antivibration, 10/32 ( BNC (CP50-74ФВ)*, 2 m* (( 3.5 mm)
	2 183

	АК10*1
	antivibration, 10/32 ( BNC (CP50-74ФВ)*, 2 m* (( 2 mm)
	2 006

	АК11*2
	antivibration, 3×10/32 ( 3×10/32 (BNC, CP50-74ФВ)*, 2 m* (( 2.4 mm), three-core
	8 555

	AK12*1
	antivibration, BNC ( BNC (CP50-74ФВ)*, 2 m* (( 1.2 mm)
	1 593

	AK13*1
	antivibration, BNC ( BNC (CP50-74ФВ)*, 2 m* (( 2 mm)
	1 593

	AK14*1
	antivibration, BNC ( BNC (CP50-74ФВ)*, 2 m* (( 3.5 mm)
	2 183

	АК15*1
	connecting, 10-32 ( BNC (CP50-74ФВ)*, 2 m* (( < 5 mm)
	1 593

	АК16*1
	connecting, AR07 ( BNC (CP50-74ФВ)*, 2 m* (( ≤ 2.5 mm)
	2 714

	АК17*2
	connecting, AR07 ( BNC (CP50-74ФВ)*, 2 m* (( 6.3 mm), metal hose
	3 009

	АК18*2
	connecting, 2РМ14Ш ( BNC+2 unipolar plugs, 2 m* (( 2.5 mm), three-core
	6 962

	АК19*1
	connecting, BNC ( BNC (CP50-74ФВ)*, 2 m* (( < 5 mm)
	1 593

	АК21*2
	connecting, AR09 ( 3×BNC (10/32)*, 2 m* (( 2.4 mm), three-core
	8 260

	АК22*2
	connecting, AR09 ( LEMO8, 2 m* (( 2.4 mm)
	8 673

	АК23*2
	connecting, AR09 ( free pin-outs, 2 m* (( 2.4 mm), three-core
	7 552

	АК24*1
	connecting, TNC ( BNC, 2 m* (( ≤ 2.5 mm)
	3 009

	АК25
	connecting, AR09 ( LEMO7, 2 m* (( 2.4 mm)
	8 791

	AK26
	connecting, 10/32 free pin-outs, 2 m* (( 2 mm)
	1 357

	АК27*2
	connecting, AR09 ( 3×BNC (10/32)*, 2 m* (( 8 mm) , three-core, metal hose
	9 204

	АК30*2
	connecting, 3×BNC ( 3×BNC, 2 m* (( 8 mm) , three-core, metal hose
	8 260

	АК31*2
	connecting, 10/32 ( 10/32 (BNC, CP50-74ФВ)*, 2 m* (( 6.3 mm), metal hose
	2 891

	АК32*1
	connecting, AR07 ( PC4,   2 m* (( 2.5 mm)
	2 360

	АК33*2
	connecting, 2РМ14 (2РМД18)* ( 2РМ14 (2РМД18)*,   2 m* (( 2.5 mm)
	4 543

	АК34*1
	connecting, AR07 ( free pin-outs,   2 m* (( 2.5 mm)
	2 537

	АК35*1
	connecting, PC4 ( free pin-outs,   2 m* (( 2.5 mm)
	2 183

	АК36*2
	connecting, PC4 ( 2PM14,   2 m* (( 2.5 mm)
	5 251

	Connector Adapters
	

	АR01
	10/32UNF(10/32UNF (10 pcs)
	5 900

	AR03
	block part (10 pcs)
	8 673

	AR03-01
	block part, M4×0.5  (10 pcs)
	9 263

	AR0305
	block part, screened, M5 (10 pcs)
	9 617

	AR04
	10/32UNF(BNC (10 pcs)
	9 617

	AR06
	2РМ14КПН4Г1В1(BNC
	1 239

	AR08
	BNC-BNC (10 pcs)
	6 962

	Cable Connectors
	

	AR0501*3
	cable part (25 pcs)
	21 004

	AR0502*4
	cable part (25 pcs)
	23 600

	AR0501S*3
	cable part in set with the mounting arrangement АO01 (20 pcs)
	23 954

	AR0502S*4
	cable part in set with the mounting arrangement АO01 (20 pcs)
	23 954

	AR07
	cable part for АР28В (5 pcs)
	22 184

	AR09
	cable part (25 pcs)
	40 356

	AR09S
	cable part in set with a mounting arrangement АO02 (20 pcs)
	46 020

	Threaded Connector Adapters
	

	AD01
	М8, adhesive attachment, (10 pcs)
	5 074

	AD02
	М8-М5 (10-32UNF, M3)*, (10 pcs)
	4 720

	AD03
	М5, adhesive attachment, (10 pcs)
	3 835

	AD04
	М5, adhesive attachment, Ø18 (10 pcs)
	5 664

	AD05
	М5, adhesive attachment, (5 pcs)
	3 422

	AD06
	М3, adhesive attachment, (5 pcs)
	2 832

	AD07
	М5/М12 (10 pcs.)
	5 959

	AD08
	М8/М5 (10-32UNF, M3), (10 pcs)
	3 540

	Probe Tip
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	Model type
	Description
	Cost, rub.

	AN01
	(5 pcs.)
	1 593

	Wax for Mounting
	

	AW01
	(5 pcs.)
	1 711

	Studs
	

	АН0103 (M3), AH0105 (M5), AH0110 (10-32UNF), (10 pcs.)
	1 593

	АН0106 (М6), (10 pcs.)
	1 711

	АН0108 (М8), (10 pcs.)
	1 829

	AH0503 (М5/М3), АН1003 (10-32UNF/M3), (5 pcs.)
	1 829

	AH0605 (М6/M5), AH0610 (M6/10-32UNF), AH0805 (М8/M5), AH0806 (M8/M6), AH0810 (M8/10-32UNF), (5 pcs.)
	2 006

	АН1005 (M5), AH1006 (M6), AH1010 (10-32UNF), insulating, (5 pcs.)
	8 909

	Magnet Mountain Bases
	

	АМ01
	M5 (10-32UNF)*, (22 mm, (5 pcs)
	7 316

	АМ03
	M5 (10-32UNF, М6)*, (5 pcs)
	10 620

	АМ04
	M8, (5 pcs)
	13 688

	АМ05
	M5 (M6, М8)*, (5 pcs), insulating
	11 269

	АМ06
	for attachment of GT200, GT200B, GT301  (5 pcs)
	7 670

	АМ07
	for attachment of GT205, GT300, GT200U, GT250, GT350 (5 pcs)
	10 679

	АМ08
	M5 (10-32UNF)*, (5 pcs), insulating
	9 440

	АМ11
	M5 (10-32UNF)*, (15 mm, (5 pcs)
	5 664

	AM13
	M6, (43 mm, (5 pcs)
	13 806

	Punch Down Blocks
	

	АУ01
	fastening of AP28, AP31, AP37, AP39, AP40, AP57, AP98 vibration transducers
	3 127

	АУ02
	mutually perpendicular adhesive fastening of three АР19
	2 714

	АУ19
	mutually perpendicular adhesive and/or threaded fastening of three АР19
	3 540

	Mounting Arrangements
	

	АO01
	for AR05 cable connector assembling
	9 027

	АO02
	for AR09 cable connector assembling
	14 750

	Instrumental Complex
	

	АP1012
	in base case system (4-channel)*6: 

(AP62B – 4 pcs., AQ05-A.1 – 4 pcs., AS05 – 1 pcs., A17 – 1 pcs., PC – 1pcs.)
	608 467

	Portable Instrumental Complex
	

	АP1013
	in base case system (2- channel)*7: (AP98 – 2 pcs., A17U2– 1 pcs., PC – 1 pcs.)
	342 377

	Simulation Workbench
	

	АP7000
	simulation of misalignment, disbalance and bearing states
	829 835

	Ballistic installation
	

	AP8001
	reproduction of shock acceleration in the range from 1000 to 80 000 m/s²
	1 351 513

	Eddy Current Transducers (base kitting)
	

	АР2000А-05.05.0
	with D200 driver, for the eddy probe with the 5 mm inductance coil, system length – 5 m
	32 568

	АР2000А-08.05.0
	with D200 driver, for the eddy probe with the 8 mm inductance coil, system length – 5 m
	34 397

	АР2000А-19.05.0
	with D200 driver, for the eddy probe with the 19 mm inductance coil, system length – 5 m
	35 400

	AP2100-05.05.0
	with D210 driver, for the eddy probe with the 5 mm inductance coil, system length – 5 m
	29 500

	AP2100-08.05.0
	with D210 driver, for the eddy probe with the 8 mm inductance coil, system length – 5 m
	31 329

	AP2100-19.05.0
	with D210 driver, for the eddy probe with the 19 mm inductance coil, system length – 5 m
	32 273

	АР2200A-05.05.0
	with Т220 transmitter, for the eddy probe with the 5 mm inductance coil, system length – 5 m
	34 633

	АР2200A-08.05.0
	with Т220 transmitter, for the eddy probe with the 8 mm inductance coil, system length – 5 m
	36 462

	АР2200A-19.05.0
	with Т220 transmitter, for the eddy probe with the 19 mm inductance coil, system length – 5 m
	37 583

	АР2300-05.05.0
	with Т230 transmitter, for the eddy probe with the 5 mm inductance coil, system length – 5 m
	35 518

	АР2400D-05.05.0
	tachometer with transmitter T240D for eddy probe with the coil of 5 mm, system length - 5 m
	23 128

	АР2400F-05.05.0
	tachometer with transmitter T240F for eddy probe with the coil of 5 mm, system length - 5 m
	22 597

	АР2400C-05.05.0
	tachometer with transmitter T240C for eddy probe with the coil of 5 mm, system length - 5 m
	24 367

	АР2400V-05.05.0
	tachometer with transmitter T240V for eddy probe with the coil of 5 mm, system length - 5 m
	23 541

	AP2500-05.05.0
	with Т250 transmitter, for the eddy probe with the 5 mm inductance coil, system length – 5 m
	32 568

	AP2500-08.05.0
	with Т250 transmitter, for the eddy probe with the 8 mm inductance coil, system length – 5 m
	34 397

	AP2500-19.05.0
	with Т250 transmitter, for the eddy probe with the 19 mm inductance coil, system length – 5 m
	35 341

	Components for Eddy Current Transducers
	

	АЕ 050.00.*507 *5
	eddy probe with the 5 mm inductance coil, M10×1
	8 555
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	АЕ 051.00.*507 *5
	eddy probe with the 5 mm inductance coil, M10×1, metal pipe
	10 325

	АЕ 080.00.*507 *5
	eddy probe with the 8 mm inductance coil, M12×1
	10 325

	АЕ 081.00.*507 *5
	eddy probe with the 8 mm inductance coil, M12×1, metal pipe
	11 269

	АЕ 190.00.*507 *5
	eddy probe with the 19 mm inductance coil, M24×1.5
	11 269

	АЕ 191.00.*507 *5
	eddy probe with the 19 mm inductance coil, M24×1.5, metal pipe
	12 331

	АК 20. 04.0
	extension cable, 4 m
	3 127

	АК 20. 04.1
	extension cable, 4 m, metal pipe
	4 720

	АК 20.10.0
	extension cable, 10 m
	5 074

	АК 20.10.1
	extension cable, 10 m, metal pipe
	7 847

	АК 20.15.0
	extension cable, 15 m
	6 667

	АК 20.15.1
	extension cable, 15 m, metal pipe
	10 384

	D 200A.xx.xx
	conversation of displacement vibration into voltage 0( 15V, Usupp =-(20…40)B
	24 072

	D 210.xx.xx
	conversation of displacement vibration into voltage 0( 5V, Usupp =12B
	21 004

	T 220A.xx.xx
	conversation of displacement vibration into current (4 ( 20) mА, Usupp =20…24B
	26 196

	T 230.xx.xxx.xx.xx
	conversation of rotating velocity into current (4 ( 20) mА
	27 140

	T240-D.xxx.xx.xx
	transformation of frequency of rotation to a digital signal
	14 632

	T240-F.xxx.xx.xx
	transformation of frequency of rotation to a frequency signal
	14 160

	T240-C.xxx.xx.xx
	transformation of frequency of rotation to a signal for a current 4 ( 20 мА
	15 930

	T240-V.xxx.xx.xx
	transformation of frequency of rotation to a signal of voltage 0 ( 2 In
	15 045

	T250
	conversation of displacement vibration into current (4 ( 20) mА, Usupp =12B
	24 072


Componentry of AR0501,  AR0502 cable connectors
	Nomenclature
	Description
	Connector type
	Cost (20 pcs.),

rub.

	
	
	AR0501
	AR0502
	

	AR050101
	dowel
	1
	1
	5 251

	AR050102
	cover
	1
	1
	1 947

	AR050103
	screw-nut
	1
	1
	2 832

	AR050104
	spring
	1
	1
	1 475

	AR050105
	isolator
	1
	1
	1 475

	AR050106
	bush for a cable with (1.2 mm
	1
	-
	1 593

	AR050206
	bush for a cable with (2 mm
	-
	1
	1 593

	AR050107
	body
	1
	1
	3 127

	AR050108
	end cap
	1
	1
	2 360


Componentry of AR09cable connectors
	Nomenclature
	Description
	Quantity,

pcs.
	Cost (20 pcs.),

rub.

	AR0901
	body
	1
	4 130

	AR0902
	socket
	1
	13 688

	AR0903
	screw
	1
	2 832

	AR0904
	bush
	1
	2 006

	AR0905
	collet
	1
	4 897

	AR0906
	casing
	1
	2 596

	AR0907
	end cap
	1
	2 950


Calibration, primary and periodic verification*8
	Instrumentation type
	Cost,  rub.

	
	Primary
	Periodic

	Vibration Transducer:
	
	

	


etalon
	3 068
	2 419

	


single-component
	2 124
	1 652

	


triaxial
	4 189
	3 422

	


industrial
	3 953
	3 009

	Acoustic Transducer
	3 953
	3 009

	Acoustic Emission Transducer:
	
	

	


widely adopted
	2 714
	2 006

	


industrial
	3 776
	2 419

	Calibrator
	6 372
	4 897

	Charge amplifier (1 channel)
	1 593
	1 298

	Vibromonitor Controller (1 channel)
	3 776
	2 419

	Measuring Amplifier (1 channel)
	5 900
	4 484


*   – determined when making out an order;

*1 – cable length increase at 1 m – 354 rub;

*2 – cable length increase at 1 m – 590 rub;
*3 – for cable with ( 1.2 mm;

*4 – for cable with ( 2 mm;

*5 –probe body length increase at 10 mm – 295 rub;

*6 – it is possible to extend up to 64 channels;

*7 – it is possible to extend up to 8 channels;

*8 – corresponds to the accreditation area of LLC GlobalTest’s metrological service;

*9 – with an option TEDS  the price increases by 20 %;

*10 – with an option the normalized sensitivity the price increases by 30 %.

Address: LLC GlobalTest, Pavlick Morozov Street, 6, Nizhny Novgorod region, Sarov, 607185, Russia;

Phone: + 7 (831-30) 6-42-56, 7-41-62; Fax: + 7 (831-30) 6-42-57;

E-mail: mail@globaltest.ru, http://www.globaltest.ru.






